©YAMAHA 



Center Channel Speaker System 



NS-AC40X 



Thank you for selecting a YAMAHA Center Channel Speaker System. 




Out of the hundreds of loudspeaker manufacturers, 
Yamaha is the only one that also makes musical 
instruments. Yamaha audio components and speakers can 
be found in the homes and recording studios of 
audiophiles and industry professionals alike. No other 
company is an intimately involved with the production 
and reproduction of fine music. 
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IMPORTANT: 

Please record the serial number of your unit in the space below. 

Model: NS-AC40X 
Serial No. 

The serial number is located on the rear of the unit. 

Retain this Owner's Manual in a safe place for future reference. 



1. 



CAUTIONS: 
READ THIS BEFORE OPERATING YOUR UNIT 



• In order to maintain the speaker cabinet's finish, prevent it 
from coming into contact with water vapor, alcohol, 
benzene, insecticide, etc. Do not place plastic coverings on 
top of the speakers as the color could come off and stick to 
the finish. To clean, wipe with a dry, soft cloth. 

• To prevent the enclosure from warping or discoloring, do not 
place the speakers in places where they will be exposed to 
direct sunlight or excessive humidity. 

• Do not place the speaker where they are liable to be 
knocked over or exposed to falling objects. Furthermore, 
stable placement will also ensure good sound. 

• Placing the speakers on the same stand or shelf as the 
turntable can cause howling. 

• These speakers feature a magnetically shielded design, but 
there is still a chance that placing them too close to a TV 
set might impair the picture colors. Should this happen, 
place the speaker away from the TV set. 

• Never touch the speaker units with your hands or expose 
them to excessive shock. If they are dented or bent, the 
sound will be distorted as well. 

• When an amplifier with a rated output power higher than the 
recommended power of the speaker system is used, care 
should be taken never to exceed the speaker's maximum 
power input. 

• Connections to the amplifier speaker terminals depend on 
the particular amplifier you are using. Please check the 
amplifier's owner's manual before making speaker 
connections. 

• To avoid any damage to the speaker system or amplifier, 
make sure to turn off the power of the amplifier when 
making speaker connections. 



CONNECTIONS TO THE AMPLIFIER 

• Before making connections, make sure that the amplifier is switched off. 
■ CONNECTIONS 

• Using speaker cable supplied, connect the center speaker output terminal of 
the amplifier and the input terminal of the back panel of this unit. 

• Connect the (+) terminals on both amplifier and speaker. Connect the (-) 
terminals on both amplifier and speaker. 

• Reversing polarity (+/-) will result in unnatural sound reproduction. 



■ NS-AC40X PROCEDURE 

1. Loosen the speaker terminals by turning the knobs counterclockwise. 

2. Insert the lead portions of the speaker cable into the terminal holes. 

3. Tighten the speaker terminals by turning the knobs clockwise. 

4. Lightly pull the speaker cable to make sure the connections are secure. 



Make sure the lead portions 
of the speaker cable are not 
exposed outside ot the 
connectors. 



Loosen 




Tweeter attenuator 

Normal 



Center speaker output 
terminal of the amplifier. 




HIGH RANGE LEVEL 
Adjust to match high range 
level of your main speakers. 



P/N 266667 



2. 



INSTALLATION 



LWhen installing the unit on top of the TV set or on the 
floor: 

It should face as shown below when placing the unit on or 
below the TV set. 



When installing the unit on TV set 



TV set 




15 O 

When installing the unit below TV set 



2. When installing the unit on the TV set, fix it securely by 
using anti-slip tapes {i.e., VELCRO fastening tape) to 
prevent it from turning over, falling down, etc. The anti- 
slip tape consists of two pieces. Attach one to the top of the 
TV set and the other to the bottom of the unit as illustrated 
below. 



Anti-slip tapes 



SPECIFICATIONS 



MODEL 

Type 

Speaker-Woofer 

Speaker-Tweeter 

Frequency Response 
(Hz -KHz)- 10 dB 

Nominal Impedance 
(OHMS) 

Nominal Input (Watts) 
Maximum Input (Watts) 



NS-AC40X 

2-way Acoustic Suspension 
Magnetically-Shielded 

5 1/4" High Compliance Aluminum Cone with 
Rubber Surround and Inverted Dust Cap (x2) 

1" Ferro Fluid Cooled Aluminum Dome Type 
with Mesh Grille 

80-20 



6 

70 
140 



Sensitivity (dB/2.83V, 1m) 
Crossover Frequency (kHz) 
Dimensions (HxWxD) 
Net Weight 
Accessories: 



89 

3.5 (12dB/Octave) 
7 7/16" x 19 1/2" x 7 13/16" 
14 lbs. 

10 Ft. (3.0m) Speaker Cable 



•Specifications subject to change without notice due to product improvements. 



3. 
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